
C O N S T R U C T I O N

Tongue  and  g r oove 
mee t ing  r a i l s .

CFC  f r ee  expanded 
po l ys ty r ene 
i nsu la t i on .

19  gauge  ho t  d ipped 
ga l van i zed  s tee l 
s t i l es .

R ig id  a luminum  
r e ta ine r.

P A I N T  L A Y E R S

Pa i n t  -  . 75  m i l
EXTER IOR

INTER IOR Pa i n t  -  . 3  m i l

P r imer  -  . 25  m i l

P r imer  -  . 2  m i l

S tee l

Your Local Authorized Dealer:

www.DoorLinkMfg.com1501 Taney Street, North Kansas City, MO 64116    Ph: 816-474-3900  Fax: 816-474-3902
© 2016 doorLink Manufacturing, Inc 11230

420 421
N O N  I N S U L A T E D I N S U L A T E D

420 / 421

421

Short Recessed Panel

24 GAUGE METAL
Hot dipped galvanized steel construction with hemmed inside 
return rail provides superior strength and durability.

1.0 MIL PAINT SYSTEM 
Includes .25 mil rust inhibiting primer and  .75 mil exterior top 
coat that resists fading and chalking while providing consistent 
color from panel to panel, and long life.

ROLLED SAFETY EDGES ON SECTION JOINTS
Eliminates sharp edges, and provides extra strength.

19 GAUGE HOT DIPPED GALVANIZED STILES
Heavy duty metal styles give strong rigid support for  
all hinges, rollers and operator attachment.

STILES ATTACHED WITH RIVETS
Provides superior strength when compared to  
common sheet metal joining methods.

TONGUE AND GROOVE MEETING RAILS
For superior strength and better sealing against wind,  
rain and snow.

RIGID ALUMINUM RETAINER 
Provides added strength while securing replaceable u-shaped 
bottom weatherstrip to help keep the elements out.

R VALUE 6.85 INSULATION
Enhances your home’s energy savings, makes your door  
operation quieter, and reduces exterior noise in your garage.

CFC FREE EXPANDED POLYSTYRENE
Environmentally friendly insulation that will not degrade  
with vibration or time.

HIGH IMPACT PLASTIC BACK COVER
Protects the insulation, and enhances the interior  
look of your garage door.
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A V A I L A B L E  W I N D O W S

# 3 8 8
S O M E R T O N

# 2 8 7
S T O C K T O N  A R C H

# 3 8 7
S T O C K T O N

# 5 8 8
W Y N D B R I D G E

# 5 8 7
S T O C K B R I D G E

Not all glazing options may be available from all distributors.
No glazing on 18" sections.

S I Z E S  A V A I L A B L E
D O O R  W I D T H 	 P A N E L S  W I D E H E I G H T S  A V A I L A B L E : 6'6"  6'9"  7'0"  7'6"  7'9"  8'0"

 8', 9', 10' 
12', 14' 

15', 16', 17', 18' 
20', 22'

= 4  SHORT STAMPSNOTE:

Not all window inserts align with panel stamp design.


